
P.No. Discription                                  Material Specification / Standard 

1 BODY GUN METAL  BSEN 1982 GR. CC491K

2 BALL    BRASS   ----------------

3 SEAT   PTFE  ---------------- 

4 END CONNECTOR      GUN METAL      BSEN 1982 GR. CC491K

5 STEM     H.T. BRASS    IS 6912 Gr. FHTB-1

6 O-RING        RUBBER     ----------------

7 NUT         BRASS    DIN EN 12165 CW 617N

8 LEVER       Carbon Steel (Powder Coated)    PVC INSULATED 

DIMENSIONAL DATA

 SIZE (mm) 15 20 25 32 40 50

L ±1.6

Æb 14 18 23 30.5 37 49

Rp ½”BSP 3/4” BSP 1” BSP  1-1/4” BSP 1-1/2” BSP 2” BSP

~H 41 50 55 68 78 92

~A 99.5 99.5 102 154 154 168

 ITEM CODE GM 132 GM 132 GM 132  GM 132 GM 132 GM 132  

Class 150 150 150 150 150 150

49.5 55 63 71 80.5 99

30 Bar Hyd. 22 Bar Hyd. BSEN 12266 

Body Test Pressure Seat Test Pressure Standard No. 

GM BALL VALVES CL - 150

CL-150

TWO PIECE DESIGN, LEVER OPERATED, SCREWED FEMALE BSP PARALLEL THREADS TO BS21.
Other Forms of Threads Can Be Provided on Request. 

SPECIFICATIONS:


	7: GM0132

