
P.NO. DESCRIPTION MATERIALS SPECIFICATIONS

1 BOLT AL. BRONZE NES 862 

2 WASHER G.M. BSEN 1982 GR. CC491K 

3 HANDLE                                 C.C.S/C.S.S. (With PVC Grip / S.S. ASTM A216 GR.WCB/ASTM A351 CF8M 

 BS 970 SS 316 (Fabricated)  

4 UPPER LOCK PLATE   BRASS SHEET  IS 410 

5 STOPPER BRASS SHEET IS 410

6 LOWER LOCKING PLATE BRASS SHEET IS 410

7 GLAND FLANGE G.M. BSEN 1982 Gr. CC491K

8 GLAND FOLLOWER PH. BRONZE BS 2874 PB 102

9 GLAND PACKING PTFE 

10 ANTISTATIC DEVICE S.S. AISI 304 

11 BONNET G.M. BSEN 1982 Gr. CC491K

12 GASKET VITION B 

13 SEAT PTFE REINFORCED WITH 90/10 CU, NI

14 BALL G.M. BSEN 1982 Gr. CC491K

15 BODY G.M. BSEN 1982 Gr. CC491K

16 BUSHING REINFORCED PTFE

17 STUDS & NUTS AL. BRONZE BS 2874 CA104

18 GLAND STUDS & NUTS AL. BRONZE BS 2874 CA104

CL-150

One Piece Design, Venturi Port, Lever Operated, Flanges as per ASME 16.24 CL-150 F.F.

SPECIFICATIONS



SIZE (mm) 15 20 25 32 40 50 65 80 100

L 110 110 127 140 165 178 190 203 229

H 92 92 113 123 125 143 150 151 195

LL 120 120 131 139 139 140 203 203 250

Æb 6 14.5 20.6 26 31.7 38 50.8 60.3 78

ÆD 14.5 100 110 115 125 150 180 190 230

T 6 8.6 9.7 10.4 11.2 12.7 14.2 15.7 17.5

K 65 69.9 79.4 88.9 98.4 120.7 139.7 152.4 190.5

n 4 4 4 4 4 4 4 4 8

d 14 15.9 15.9 15.9 15.9 19.1 19.1 19.1 19.1

 ITEM CODE GM 103 GM 103 GM 103  GM 103 GM 103 GM 103 GM 103 GM 103 GM 103 

Class 150 150 150 150 150 150 150 150 150

CL-150 30 BAR (HYD) 22 BAR (HYD) EN 12266 PART-1

CL-150
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